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Dimensional Drawings
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800W 1200W 800W 800W/1200W
ONBOARD DRIVER REMOTE DRIVER DRIVER BOX
Length Width Height Weight Length Width Height Weight Length Width Height Weight
800W 731mm 597mm 356mm 26.0kg 800W 607mm 597mm 356mm 18.5kg 800W  458mm 159mm 278mm 10.0kg
1200W 825mm 597mm 356mm  33.2kg 1200W 701mm 597mm 356mm 21.9kg 1200W 458mm 159mm 278mm 13.5kg
Lamp Body Angle 0° 15° 30° 40° 50° 65° 90°
ONBOARD DRIVER
800W 0.2m? 0.224m? 0.258m? 0.279m? 0.295m? 0.315m? 0.328m?
1200W 0.2m? 0.237m? 0.283m? 0.290m? 0.334m? 0.371m? 0.392m?
REMOTE DRIVER
800W 0.091m? 0.141m? 0.197m? 0.230m? 0.256m? 0.285m? 0.298m?
1200W 0.091m? 0.165m? 0.244m? 0.261m? 0.329m? 0.371m? 0.392m?
Part Number Power Lumen Output Lumen Output CCT CRI*
Narrow Beam

FO-K-800Dxx+ 800W 126,000Im 112,000im 5000K >Ra70
FO-K-1200Dxx+ 1200W 187,000Im 168,000Im 5000K >Ra70
Visor & Glare Shield Options
FO-VISOR/BC 75° Visor and adjustable Back Control Shield 50°, 65° and 75° (3 per 1200W and 2 per 800W)
FO-VISOR90 90° Slim Visor (3 per 1200W and 2 per 800W)
xx Beam Angle options as detailed below F 3-phase 415V add -HV to code * Ra80 and Ra90 options available as special order
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